
“QWIK DUCT” HDPE TEMPLATE  

For Duct Banks , Utility Transformers And Switchgear Stub Ups  

Extremely Safer And  Faster Installation 

 
                                               ●  Strong high quality non-corrosive in sand , gravel , dirt or concrete . 3/8” thick UV stable         
                                                  BA50-100 HDPE material. Thicker sizes up to 2” offered .Available in black recycled which can   
                                                  qualify for LEED credits or white non recycled  for greater resistance to heat. 
                                                 ● One piece construction eliminates labor intensive individual spacers and chairs that often    
                                                 collapse during installation and require tie wire. Also no extra pieces to order, stock, handle or lose. 

                                                 ●  Made in any combination of conduit sizes and configuration. 
                                                 Customers must  furnish an  approved drawing for each configuration. 
                                                 ● Trench can be opened and closed in a much shorter period of time. 
                                                 ● No workers in the trench eliminates interference between trades. 

                                                 Holes are cut 1 inch wider than conduits to provide flexibility when lining them up, to enable bell ends    

                                                 easily feed thru  and stagger joints when gluing them together. Concrete flow thru around conduits. 
                                                  ● Additional concrete flow thru, stake down to prevent floating during pour and rebar holes are available. 
 

 

                                            

 

                                            
                                                      Available  with wheels  

                                                       to  roll conduits into 

                                                              borings under obstructions. 

 

 

 

  

 
 

 

 

                                                 Recently a contractor did a extremely safe , fast job. 
                                                                                        1. He fabricated Ten 6” Schedule 40 Pvc Conduits into 40 foot long   sections 

                               at his shop , hauled them to the site on flat bed trucks and  lined them up  
                               closely together above the trench ... 
                           2. Glued them together into one 380 foot long section… 
                           3… And lowered in one piece into the trench with 2 back hoes. 

               It was bid  at $1.9 and delivered for only $1.1million Dollars !!!!                                                                                      

 
                                                       No workers were in the trench except for only 1 or 2 at each manhole for a short  
                                                       period   of time to make the final connections. This allows him to dig a narrower, 
                                              less costly and SAFER  trench which helps prevent this… 

 

                                                                                                                           

 

 

 

 

 

 

 
 

 

 

 

                                

                                                                                                      



                                                                      

 

                  

                                                                                           


